
Denver WCT-5002
Digital wildlife camera with 5mp CMOS
90° viewing angle
PIR sensing distance - up to 20 meters
Trigger speed: 1.1 second
5mp cmos image sensor (5/8/12MP image res.)
Full automatic ir filter for use in the dark - 30 leds
SD card slot for rec. - 8GB card included in package
Video resolution: up to 1080 (FULL HD)
IP65 Waterproof for outdoor use (on batteries)
Easy to use - preset to 3 pictures + 10 sec. vide
standby time up to 3 months
Uses 4 x size "AA" batteries (included in package)

 

You can download MMSCONFIG program here, to set date, time, resolution etc.: 

MMSCONFIG

 



Highlights

Wildllife cam, 5mpixel CMOS sensor, full automatic

IR light with 30 LED's, preset to 3 pictures + 10 sec.

video, 8GB MicroSD card included, 4 x size "AA"

batteries included



Power

Battery use



Battery

4 x size "AA" batteries included in package



Camera

5Mpixel CMOS sensor



Storage

8GB MicroSD card included in package

Shipping information

Unit size: 9.20(w) x 4.30(d) x 13.00(h) cm 

Gross weight: 0.5

Giftbox size: 15.50(w) x 10.50(d) x 8.50(h) cm 

2 Pcs./export carton

10000 Pcs./20’ container

24400 Pcs./40’ HQ container

Barcode: 5706751055393


